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RF Receiver Model # RF340-DRC Instruction Manual 
 
Overview:  
The RF340-DRC is an RF receiver operating at a fixed frequency of 340 MHz. It connects to existing industrial overhead 
doors to provide remote control operation of the up, down and stop functions. The control connects directly to the 3-button 
operator control switch which will continue to function normally 
The small, waterproof antenna can be mounted either indoors or outdoors. With the antenna mounted outdoors, you can 
expect range of up to 500 feet. 100 foot range  is typical for an indoor mounted antenna. 
 
Operating temperature range - 00 F to 160o F. 
 
Power consumption: 10mA when the relays are de-energized. 45mA when the relay is energized 
 
Installation: 
Locate the control close to the operator switch. 
Route the wires from the control to the switch and connect the Up and Down leads to the terminals. 
For the Stop switch, disconnect the wire from the left screw terminal. Attach either the red or orange wire to this terminal. 
Join the remaining lead (red or orange) to the wire previously disconnected from the terminal using the supplied wire nut. 
Connect the plug-in power supply and the control is ready to be programmed.  
 
A YouTube video showing the complete installation is available on our website: Just click on the RF340-DRC link in our 
online store or type the following in your browser - http://gamainc.com/cgi-bin/products.cgi?item=RF340-DRC. 
 
Programming instructions: 
Each keyfob transmitter has its own unique internal address that is transmitted whenever a button on the keyfob is pressed. 
The receiver needs to be programmed to respond only to keyfob transmitters it is intended to operate with. The following 
steps configure the receiver to operate with a particular keyfob transmitter(s). Up to 40 keyfob transmitters can be 
programmed to one receiver. Please read the entire programming procedure before starting. Prior to programming the 
receiver, verify that the receiver is connected to the input power.  When the receiver enters program mode, all previous 
transmitter addresses that were programmed will be erased from the receiver's memory. 
 

1. Locate the pushbutton labeled "PROGRAM" on the receiver.  Press and hold this button until the red LED next to 
the program button illuminates (approximately 3 seconds). The receiver is now in the transmitter program mode. 
Release the blue button. At this point all previously programmed transmitter addresses are erased from the 
receiver's memory. 

 
2. Press any button on the keyfob transmitter and verify that the red LED on the receiver extinguishes and then 

illuminates (blinks once). Release the button. 
 

3. Repeat previous step for additional key fob transmitters that will operate with this particular receiver.  The receiver 
will not respond to transmitters that have already been programmed. 

 
4. After 5-seconds of no switch being pressed on the transmitter(s) the receiver will return to normal operation.  The 

red LED on the receiver will blink rapidly, then extinguish.  The receiver is now in the normal mode of operation.  
This completes the programming instructions. The receiver will retain all of its programming even when power is 
removed. 

 
 
 
 


